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Portable UHF RFID Special Mobile Terminal 

RFID technology has widely used in many industries in the IOT era, it can 
achieve intelligent identification, positioning, tracking, monitoring, and 
management. Enterprises take much account into the needs for its 
particular usage scenarios when selecting RFID tags and reader. 

62 is a portable ultra high frequency long range special mobile terminal; with 
lightweight, compact and porta ble structure and fashionable 
appearance, it fits comfortably in your hand; it is particularly suitable for 
retail shop employees or women. With the combination of high 
performance UHF reading and writing module and specially designed 
antenna, the data rate reaches 40kbps-640kbps, the device has fast 
reading speed, it can accurately collect data within Sm and read up to 
200 electronic tags simultaneously each second within the effective range. 
By adopting agglomeration recognition technology, it can rapidly read all 
dense tags and reduces blind spots or read error rate during reading 
large quantities of single tags. 

It adopts a convenient and comfortable handle according to the principle 
of ergonomics design; the device has ultra-large capacity by adopting 
rechargeable dual electric system; with built-in 3000mAH battery and 
external 3200mAH battery for the handle, the device can run stably 
during work-shift hours. With IP65 protection degree and reliable 
performance, it can withstand 1.Sm drops from a height and double the 
work efficiency. 

Characteristics 

• Excellent UHF RFID reading and writing function:
With the combination of high performance UHF reading and writing module 
and high sensitivity antenna, the read-write distance can reach up to Sm; 
it can read up to 200 electronic tags simultaneously each second within
the effective range.

• Convenient and comfortable handle:
It adopts ergonomics design; by equipped with convenient and comfortable
handle, the device is robust and easy to grip, which doubles the work efficiency.

Partners: 

• Rechargeable dual electric system:
Adopted with rechargeable polymer lithium battery, the system has
ultra-large capacity; with built-in 3800mAH battery and external 
3200mAH battery for the handle, the device with handle can continuously
run for more than 12 hours, which ensures it is available at any time
in a day. 

• Always-available wireless connection:

It supports 802.11 a/b/g/n full-band wireless communication and

maintains real-time connection with the system to ensure high efficient

operation. 
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Specifications 
Performance Parameter 

Processor 

Operating system 

Memory 

Physical Parameter 

Display screen 

External dimension 

Weight 

Battery 

Camera 

Keyboard 

Interface 

Power adapter 

Input method 

Audio 

Notification 

Sensor 

Expected working hour 

Standby hour 

Environmental Parameter 

Temperature 

Electrostatic protection 

Relative humidity 

Height of anti-dropping 

Strength of anti-rolling 

Protection grade 

Communication Data Parameter 

WIFI 

WWAN 

Bluetooth 

GPS 

Qualcomm quad core 1.2GHz 

Android5.1.1 

lG RAM+4G ROM (upgradable to BG ROM) 

4.0"480*800 capacitance touch HD LCD 

L 155mm x W 80mm x H 145mm 

580g (with RFID handle) 

Unloadable 3.7V 3000mAH polymer lithium battery, 3200mAH battery for the handle. 

8,000,000-megapixel, autofocus, LED light 

22 keys (2 volume keys, 2 side scanning keys, 15 regular keys and 3 touch keys) 

Industry grade Micro USB charge, USB2.0, serial port, MicroSD/TF slot and SIM card 

slot Input: AC 100-220V 50/60HZ; Output: DC 1.SA 

Chinese handwriting / keyboard full pinyin input 

Built-in microphone, built-in speaker and 3.5mm stereo headphone jack 

Loudspeaker, indicator light and vibration 

Gravity sensor, beam sensor and distance sensor 

Above 8 hours in regular use (above 12 hours with handle) 

>200 hours

Working temperature: -l0 ° C - S0
° C ;  Storage temperature: -30

° 

C - 60'C 

±15kV air discharge, ±BkV direct discharge 

5% - 95%RH 

1.5 m (on concrete ground) 

0.Sm (more than 1000 rolling by impact force)

IP65 grade 

IEEE 802.11 a/b/g/n 

GSM/GPRS/3G/4G 

Bluetooth 4.0 

Precision: 10m (open sky) 

RFID UHF Identification Parameter 

Operating band 

Protocol 

Reading distance 

Scanning engine 

Structure of scanning engine 

Scanning precision 

Scanning time in full charge 

840 - 960MHz (can be customized as necessary) 

ISO18000-6C/EPC Gen2 

Up to Sm 

One-dimensional laser scanning 

Elbow 

lD(� 4 mil) 

>25000

One-dimensional: all main codes. 

two-dimensional image scanning 

2D (� 4 mil) 

Two-dimensional: Aztec Code, Data Matrix, QR Code, Micro QR Code, MaxiCode, Han Xin Code; 
Scanning time in full charge 

Postal: Intelligent Mail Barcode, Postal-4i, Australian Post, British Post, Canadian Post, Japanese Post, Netherlands (KIX) Post, 
Postnet, Planet Code; OCR options: OCR-A, OCR-B, EBB (MICR) and PDF417, QR Code/Data Matrix etc. 

CCC, RoHS, IP65 grade, CE, FCC and ISO9001 

Charger, lithium battery, USB cable, stylus, user manual, warranty cards, certificate of quality 

Two-charger stand 
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